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introduction 


Your choice of this product indicates that you are a devotee 
to excellence in sound reproduction. 

We appreciate your patronage and take pride in the long tradi- 
tion of quality components that our company represents. 
So that you can get the most out of your unit, we suggest that 
you take the time to read through this manual before you hook 
up and operate your system. This will acquaint you with oper- 
ating features and system-connection considerations so that 
your listening pleasure will be enhanced right from the start. 
You will notice that in all aspects of planning, engineering, 
styling, operating convenience and adaptability we have sought 
to anticipate your needs and desires. 

Keep this manual handy for future reference. 


For your records 


Record the serial number, found on the back of the unit, in 
the spaces designated on the warranty card, and in the space 
provided below. Refer to the model and serial numbers 
whenever you call upon your dealer for information or service 
on this product. 

Model _.---_»------_-_ Seria) Number 


Unpacking 


Unpack the unit carefully and make sure that all accessories 
are put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. If your 
unit is darnaged or fails to operate, notify your dealer immedi- 
ately. if your unit was shipped to you directly, notify the ship- 
ping company without delay. Only the consignee (the person 
or company receiving the unit) can file a claim against the car- 
tier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 
the future. 


| CAUTION: 


hazardous radiation exposure. 


to laser product safety. 


KENWOOD CORPORATION 

SHIONOGI SHIBUYA BUILDING 17-5, 

2-CHOME, SHIBUYA, SHIBUYA-KU, 
TOKYO, JAPAN 


KENWOOD CORP. CERTIFIES THIS EQUIPMENT 
CONFORMS TO DHHS REGULATIONS NO. 21 CFR 
1040, 10, CHAPTER !, SUBCHAPTER J. 


: DANGER 


; TERLOCK FAILED OR DEFEATED. 
; AVOID DIRECT EXPOSURE TO BEAM 


Locatio 


Inside, near the Laser mechanism. 


: INVISIBLE LASER RADIATION WHEN OPEN AND IN- : 


Accessories 
@ Audio cord..........606+ 4 @ System control cord ..1 


Use of controls or adjustments or performance of proce- 
dures other than those specified herein may result in 


In compliance with Federal Regulations, following are 
reproductions of labels on, or inside the product retating 


A Before applying power 
A IMPORTANT SAFEGUARDS... 
Before operation....... 
System connections .. 
Controls and indicators . 
Remote controi operation ... 
Manual play (Track mode 

Setting the play mode ... 


Contents Caution: Read the pages marked A carefully to ensure safe operation. 


Programmed play {Program mode). 12 
Playing a program...........+ 
Stopping programmed play. 
Piaying from a particular tune of a program. 
Erasing a program .. 

Random play .. 

In case of difficulty 

Specifications 


Before applying power 


For the U.S.A. and Canada 


For Australia and Europe 


Important! 
Units shipped to the U.S.A. and Canada are designed for opera- 
tion on 120 volts AC only. 


Safety precaution for a Polarized AC plug 

However, some products may be supplied with a non-polarized 
plug. 

CAUTION: To PREVENT ELECTRIC SHOCK DO NOT USE 
THIS (POLARIZED) PLUG WITH AN EXTENSION CORD, 
RECEPTACLE OR OTHER OUTLET UNLESS THE BLADES CAN 
BE FULLY INSERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


Important! 
Units shipped to the U.K. are designed for operation on 
240 volts AC only. 


The mains plug must be removed from the wall socket prior 
to any internal examination. 


The wires in this mains lead are coloured in accordance with 
the following code: 
Blue .... 
Brown .. 


... Neutrat 
. Live 


The wires in this mains lead must be connected to the termi- 

nals in the plug as follows: 

Wire colour 
Blue ... 
Brown . 


Plug terminal marking 
.. N or Black 
. Lor Red 


| Brown to 
Live 
Blue to 


Neutral * ) 
Plug 
Notes: 


1. Ifa 13-amp plug is used, this must be fitted with a 5-amp 
fuse. 

2. If a 3-pin plug with earthing contact is used, no wire must 
be connected to the E terminal. 


Important! 
Units shipped to Australia are designed for operation on 240 V 
AC only. 


Units shipped to Europe are designed for operation on 220 V 
AC only. 


For other countries 


Important! 
Units shipped to countries other than the above countries are 
equipped with an AC voltage selector switch on the rear panel. 
Refer to the following paragraph for the proper setting of this 
switch. 


AC voitage selection 

This unit operates on 110-120 or 220-240 volts AC. The AC 
voltage selector switch Type A or Type B on the rear panel is 
set to the voltage that prevails in the area to which the unit 
is shipped. Before connecting the power cord to your AC out- 
let, make sure that the setting position of this switch matches 
your line voltage. If not, it must be set to your voltage in ac- 
cordance with the following direction. 

Note: 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector 
switch, 


AC voltage selector switch 


Type A cea aaa 


AC110- = 
Ae AC220V~ AC240V 


Type B ti 


Ci 


AC110V- <4 ® AC220V- 
120V ~ 240V ~ 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


Safety precautions 


WARNING: TO PREVENT FIRE OR SHOCK HAZARD, DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 


Pc RISK, OF ELECTRIC: SHOCK 
'DO NOT. OPEN. 


COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “‘DANGEROUS VOL- 
TAGE” WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APRLIANCE. 


IMPORTANT SAFEGUARDS feet Bead alts peue carefully to ensure 


Please read all of the safety and operating instructions 7.Heat — The unit should be situated away from 
before operating this unit. For best results, follow all heat sources such as radiators, heat registers, 
warnings placed on the unit and adhere to the operat- stoves, or other units {including amplifiers) that 
ing and use instructions. These safety and operating in- produce heat. 


structions should be retained for future reference. 


41. Power sources — The unit should be connected 
to a power supply only of the type described in the 
operating instructions or as marked on the appliance. 


2. Power-cord protection — Power-supply cords 
should be routed so that they are not likely to be 


walked on or pinched by items placed upon or 8. Electric shock — Care should be taken so that ob- 
against them, pay particular attention to cords at jects do not fall and liquid is not spilled into the en- 
plugs, convenience receptacles, and the point where closure through openings. If a metal object, such as 
they exit from the unit. a hair pin or a needle, comes into contact with the 
Never pul obietfetoh inside of this unit, a dangerous electric shock may 
the cord. result. For families with children, never permit chil- 

¢ e dren to put anything, especially metal, inside this 

unit. 


3. Grounding or polarization — The precautions 
should be taken so that the grounding or polariza- 
tion means of this unit is not defeated. 


4. Ventilation — The unit should be situated so that 9. Enclosure removal — Never remove the en- 
its location or position does not interfere with its closure. If the internal parts are touched accidentally, 
proper ventilation. a serious electric shock might occur. 


To maintain good ventilation, do not put records or 
a table-cloth on the unit. Place the unit at least 
10 cm away from the walls. 

Do not use the unit on a bed, sofa, rug or similar 
surface that may block the ventilation openings. 


10. Magnetic fields — Keep the unit away from 
sources of magnetic fields such as TV sets, speaker 
systems, radios, motorized toys or magnetized 
objects. 


6.Water and moisture — The unit should not be 
used near water — for example, near a bathtub, 
washbowl, kitchen sink, laundry tub, in a wet base- 
ment, or near a swimming pool, etc. 


11, Cleaning — Do not use volatile solvents such as 
alcohol, paint thinner, gasoline, or benzine, etc. to 
clean the cabinet. Use a clean dry cloth. 


6. Temperature — The unit may not function pro- 
perly if used at extremely low, or freezing tempera- 
tures. The ideal ambient temperature is above + 5°C 
(41°F). 


A Caution : Read this page carefully to ensure 
safe operation 


42. Carts and stands — An appliance and cart com- ductors, location of antenna-discharge unit, connec- 
bination should be moved with care. Quick stops, tion to grounding electrodes, and requirements for 
excessive force, and uneven surfaces may cause the the grounding electrode. See Figure. 


appliance and cart combination to overturn. 


POWER LINES. 


DUCTORS. 


cont 


VATS 


seavice 
Sianance 
143. Nonuse periods — The power cord of the unit eat 

should be unplugged from the outlet when left un- anos 

; ; CisepAnGe 

used for a long period of time. oui 
owen service GROUNDING 
Ceo Seca meter pipe) noun wane ® 
14. Abnormal smell — |f an abnormal smell or smoke eee re cars wat ieee 

' : ' ING J crouno 

is detected, immediately turn the power OFF and pull bedi date aketuiciis epsmooe 

out the power cord. Contact your dealer or nearest Dae eet tocar copes. SeENEC. 


SECTION GIO-21iN. 
service center. 


POWER OFF! EXAMPLE OF ANTENNA GROUNDING ACCORDING TO 


THE NATIONAL ELECTRICAL CODE INSTRUCTIONS 
CONTAINED JN ARTICLE 810 ~ “RADIO AND 
TELEVISION EQUIPMENT” 


2 Use No. 10 AWG (5.3 mm?) copper, No. 8 AWG (8.4 mmm?) aluminum, 
No. 17 AWG (1,0 mm?) copper-clad steel or bronze wire, or larger, as 
a ground wire. 


> Secure antenna lead-in and ground wires to house with stand-off in- 


15, Damage requiring service — The unit should be. sulators spaced from 4 — 6 feet (1.22 ~ 1.83 m) apart. 
serviced by qualified service personnel when: © Mount antenna discharge unit as close as possible to where lead-in enters 
house. 

A. The power-supply cord or the plug has been 

damaged; or 4 Use jumper wire not smaller than No. 6 AWG (13.3 mm?) copper, or 
ce pees - A the equivalent, when a separate antenna-grounding ‘electrode is used. 

B. Objects have fallen, or liquid has been spilled into See NEC Section 810-21{)). 

the unit; or “ 

C. The unit has been exposed to rain; or 18. Power lines — An outdoor antenna should be lo- 

D. The unit does not appear to operate normally or cated away from power lines. 


exhibits a marked change in performance; or 
E. The unit has been dropped, or the enclosure 
damaged. 


16. Servicing — The user should not attempt to ser- 
vice the unit beyond that described in the operating 
instructions. All other servicing should be referred 
to qualified service personnel. 


17. Outdoor antenna grounding — If an outside an- 
tenna is connected to the receiver, be sure the an- 
tenna system is grounded so as to provide some 
protection against voltage surges and built up static 
charges. Section 810 of the National Electrical Code, 
ANSI NEPA No. 70—1984, provides information 
with respect to proper grounding of the mast and 
supporting structure, grounding of the lead-in wire 
to an antenna discharge unit, size of grounding con- 


Notes: 

1. Item 3 is not required except for grounded or polarized equipment. 

2. Item 17 and 18 are not required except for units provided with antenna terminals. 
’ 3. item 17 complies with UL-1270 in the U.S.A. 


Before operation 


Ei Disc handling precautions 


Handling 


surface. 
Label side 


ee side 


label side of compact discs. 


Hold compact discs so that you 
do not touch the playing 


Do not attach paper or tape to 
either the playing side or the 


Cleaning 

If fingerprints or foreign matter 
become attached to the disc, 
lightly wipe the disc with a soft 
cotton cloth (or similar) from 
the center of the disc outwards 
in a radical manner. 


Storage 

When a disc is not to be played 
for a long period of time, re- 
move it from the CD player and 
store it in its case. 


How to load a compact disc 


Press the Open/close key to open the tray. The disc is in- 
serted with the labeled side up. 

Make sure to center the CD correctly in the disc tray as 
shown in the diagram. 

Close the disc tray by pressing Open/close key or pushing 
the front of the tray lightly. 


Notes: 

4. Make sure the disc is the right way up. The disc cannot be 
played if it is placed upside down. 

2. Do not place objects other than discs on the disc tray. 

3. Be sure to place a disc correctly. 


Hl Beware of condensation 


When water vapor comes into contact with the surface of 
cold material, water drops are produced. 

If condensation occurs, correct operation may not be pos- 
sible, or the unit may not function correctly. 

This is not a malfunction, however, and the unit should be 
dried. (To do this, turn the POWER switch ON and leave 
the unit as it is for several hours.) 


Be especially careful in the following conditions: 

@ When the unit is brought from a cold place to a warm 
place, and there is a large temparature difference. 

@ When a heater starts operating. 

@ When the unit is brought from an air—conditioned place 
to a place of high temperature with high humidity. 

@ When there is a large difference between the internal 
temperature of the unit and the ambient temperature, 
or in conditions where condensation occurs easily. 


i Note related to transportation and movement 


Carry out the operations listed below before transporting 

or moving this unit. 

1. After making sure that there is no disc loaded in the unit, 
turn the POWER switch ON. 

2. Wait for several seconds to verify that the display be- 
comes as shown, and then turn the POWER switch back 
OFF. 


TRACK wa 
SINGLE TIME 


System connections 


Make connection as shown in the diagram below. When connecting the related system components, 
refer also to the instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


Audio cord 


SYSTEM 
CONTROL 


System control connection (Except for some 
areas.) 

When connected to an amplifier or receiver having 
KENWOOD SYSTEM CONTROL terminals, system oper- 
ation such as remote control is made possible. For de- 
tails, refer to the instruction manual of the amplifier or 
receiver. 


If your amplifier or receiver is not equipped with the SYS- 
TEM CONTROL terminalis, do not connect anything to 
any SYSTEM CONTROL terminal. 


Do not connect the unit in any system configuration other 
than specified. 


® Be sure to insert the system control cord plugs fully 
into the SYSTEM CONTROL terminais. 
© If the system control cord and audio cords are not 


connected properly, the automatic system governing 
remote control and system functions will not operate. 


Amplifier or receiver 


System control cord To AC outlet 


 CCRS 


By connecting the SYSTEM CONTROL terminal of this unit 
with the ‘(XS)’ SYSTEM CONTROL terminal of a KEN- 
WOOD cassette deck, CCRS recording can be carried out. 


For details on the CCRS function, refer to the instruction 
manual provided with your cassette deck. 


Notes: 
1. Be sure to connect the connection cord(s) securely. If connec- 
tions are not made securely, sound may not be produced and/or 
noise may be generated. improper connections can also cause 
player misoperation. . 

Before plugging/unplugging connection cords, be sure to switch 
the power off and set the amplifier’s volume control to its mini- 
mum position. 

If connection cords are plugged or unplugged without carrying 
out the above precautions, malfunction may result. 


x 


Controls and indicators 


P-MODE (play mode) key CHECK key 


Switches between program mode 
and track mode. 


CLEAR key 


RANDOM key 
Skip keys 


Remote control 


TIME DISPLAY key 
light receptor 


Dise tray REPEAT key 


KENWOOD compact oisc PLAYER 0P-1520 | 


roe 
DIERAY —-PAKODE CHECK CLEAR RANDOM 


«gets rage ns coma, raise 
SSUES EP cone sveron SESS 


POWER switch 


Search keys STOP key 
<< j,| D> [=] 


PLAY/PAUSE 


key| > / 


PHONES 
jack 


PHONES LEVEL 
control knob 


TRACK NO. indicator 


CCRS indicator The CCRS indicator lights when CCRS is 

Play mode indicator selected on the connected cassette deck. 
© The track mode indicator (TRACK) 
on the display lights during manual 


play. treat. 
© The program mode indicator (PGM) AUTO-Space indicator 
on the display tights during pro- 


grammed play. RANDOM indicator 


P.C. indicator 


AUTO-S,] RANDOM 
fSNcLET tive”) 
[TOTAL Time | 
4 


REPEAT indicator | Play indicator (> } 


TIME display 
Pause indicator (II) 


magus 
wee 


: Using stereo headphones 
( £ Plug the stereo headphone into the PHONES jack. The 


volume can be controlled with the PHONES LEVEL control. 


emote control operation RC-P3020 


EB Loading batteries B How to operate 


4 Remove the back cover. Operation range 


Remote control light 
receptor on the main 
unit 


C3 


Open by pushing the posi- 
tion marked with the 
7 arrow. 


Approx. 6m 


Insert two R6 or “AA'- 
size (SUM-3) batteries ac- 
cording to the polarity in- 
dication. 


@ When pressing the remote control operation keys, 
press them securely, leaving an interval of more than 
1 second between them. 

@ Malfunction may occur in case direct sunlight or the 
light of a high-frequency lighting fluorescent lamp 

enters the remote control light recepter. In such a 

case, change the installation position of the unit so 

that the malfunction does not occur. 


The supplied batteries are intended for use in checking 
the operations. Therefore, their service life may be short- 
er than usual. When replacing, be sure to replace both 
batteries with new ones. 


Most keys have the same functions as the front panel controls. 


Transmitter 


Numeric keys 


Skip keys — Stop key 


Search keys — Play/Pause key : 


Model name: RC-P3020 
Transmission system: infrared pulse system 


KENWOOD compact oisc Laver 0.1620 


Manual play _ 


‘(Track mode). 


Dise tray 


e) 


re) 


PMODE CREEK CLEAR RANDOM 
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te 
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Repeat 


) PHONES 


«5 beiras oust ass CONTR 


= 
1 Gamrurn cowrpoucte e2 Reconoue svstrat 


POWER switch 


OPEN/CLOSE key [| 


When the power has been turned on 


TARGE] «TRACK 
NO. 


SINGLE TIME 


When a disc has not been put in. 


When the disc is put in and the tray closed 


Teck 
Xe 


SINGLE TIME 


Ly Liu 
aaa Indicates track number 


After the PLAY/PAUSE key [7/18 jis pressed 


Tpack 


SINGLE TIMES 


ommaerke 
ul 


Play indicator 


| = 7 


ts t 
Indicates elapsed time 


Example of pausing play at the third track 


qpeck 
Bes 


Rey 
| 


CL car a 
! 


pe ese a ee ee | 


Pause indicator 


Indicates elapsed time 


STOP key 


PLAY/PAUSE key 


i Setting the play mode 
1. Press the POWER switch to turn on the unit. 


2. Press the OPEN/CLOSE key [4] to open the tray. 


3. Place the disc in the tray with the labeled side up. 


4. Press the OPEN/CLOSE key [4] again to make the tray 
slide back in. 


5. Press the PLAY/PAUSE key| > /§8 |. 
@ After a few seconds play will start from the first track. 


& Pausing play 


Press the PLAY/PAUSE key| » BH |. 
@ The pause indicator (If) will light up and play will stop 
at that point. 


@ When the PLAY/PAUSE key[ & /—§ jis pressed again, 
play will resume from that point. 


Ei To stop play 
Press the STOP key [i] . 
® The play indicator { ® ) goes out and the play stops. 


Skip keys STOP key [Bai 
Lioabeleun 

Search keys PLAY/PAUSE key 

[=<] [p>] 


Ve 
= 


<—hea > 

During the search you will hear a cue- 
ing sound. Refering to this sound, 
release the key when you come to the 


desired position and standard play will 
resumé. 


[SINGLE TIME} {SINGLE TIME} 
Elapsed time of Remaining time of 
the track being the track being 
played played 
{TOTAL TIME] {TOTAL TIME} 
Elapsed time of Remaining time of 
the whole CD or the whole CD or 


program program 


Search keys (<<). 
P-MODE key | shin keys [te] é (ee) 


Tee 
DISMAY —PLMODE | CHECK CLEAR J RANDOM 


6 B2So5aSo ©. 


stor, PLAYIPAUSE 


STOP key {B9 


PLAY/PAUSE key 


E To play a particular track 


Select the desired track No. using the skip keys (ee ] , 
(=). 
® The track No. and the play indicator ( > ) will light up. 
The player will begin play. 
@ After the final selection has been played, the player stops 
automatically. 


&@ Forward and reverse searching 
During play you can search forward (or backward) at high- 
speed by pressing the search key ( [<<], [ee ]) 
© If you keep either of the keys pressed down, the search 
will stop when it reaches the end of the last track or the 
beginning of the first track. 
® Keeping either of these keys pressed down increases the 
search speed. 


& Time display 

You can check the elapsed time and remaining time for sin- 

gle tracks, the entire disc, or the current program. 

Press the TIME DISPLAY key to switch the time display to 

the mode you want. The display goes through a loop oper- 

ation in the sequence shown, each time the key is pressed. 
® During Random play, only the “SINGLE TIME” times are 

displayed. 


Programmed play (Program mode) 


The program mode allows you to play desired tracks in the order you want to hear them. A maximum 


of 20 selections can be entered in memory. 


Example of track 5 being programmed 


TRACK 
a 
SE 9 EPS 
-p-lt to! Leo 
= ic 
Program No. 
After 4 seconds 
TRACK AUTOS. 
cam “O 
RY rl Ee ees Oe | 
eg ee | 
(ae 


AUTO-SPACE function 

In program mode, the [AGTGS] indicator lights and a 
4-second (approx.) blank space is automatically insert- 
ed between all of the tunes during play. This is a con- 
venient function which is utilized by the DPSS system 
found on KENWOOD cassette decks. 

® Some compact discs such as the compact disc 
types listed below are divided into tracks even 
though there is no actual break between selec- 
tions. When these types of compact discs are 
played, this player may automatically insert 4 
4-second blank space at the track divisions. 

@ Compact discs such classical music CDs which 
contain long selections which are divided into 
different movements or parts. 

@® Compact discs stich as live music CDs where the 
next tune begins before the applause between the 
tunes is completely finished. 


Programming 
1. Press the STOP key [. 


2. Press the P-MODE key to select the program mode. 


3. Select the desired track No. using the skip keys ([Ha], 

[iw<}). 

® {f the P-MODE key is not pressed within 4 seconds after 
selecting a track No., the selected track No. is ignored, 
and the display returns to the previous status. 


4, Press the P-MODE key within 4 seconds of selecting a 

track No. 

@ The play indicator (® ) will start flashing, and your 
selected track No. will be stored in memory. 

® For about 4 seconds after pressing the P-MODE key, the 
track No. and program No. are displayed. Then the dis- 
play will change to show the first track No. in the pro- 
gram and the total time of the program. 


5. To continue programming further selections, repeat the 
procedures in 3. and 4. above. 
You can specify up to 20 tracks. After 20 tracks have 
been selected, no more will be accepted. 
® |f you make a bad selection, press the CLEAR key once, 
then select the desired track by pressing the SKIP keys 


((eee], [4] ) again. 


To return to the track mode (Manual play) 

1. If the CD is playing, press the STOP key (i) 7 

2. When the player is stopped, wait until the time is dis- 
played, and then press the P-MODE key. 
@ The programmed track Nos. will be canceled. 


@ Playing a program 
After completing the programming, press the PLAY/PAUSE 
key| > /HE |. 

® The play indicator stops blinking and lights up continu- 


ously. Then your tracks are played as you programmed 
them. 


& Stopping programmed play 
Press the STOP key Bal . 


@ \f you then press the PLAY/PAUSE key| = //Hf |, the 
play'starts once more from the beginning of the program. 


Note: 
With this unit, the time information recorded on the disc for a max- 
imum of 43 tunes can be stored in memory. When playing discs 
which contain more than 44 tunes, or when the total playing time 
of a program is 100 minutes or longer, the time may not be shown 
on the time display. 

tn this case, the display will show ——:——. 


Example of when the CHECK key is pressed 


P.C. illuminates and goes out after several seconds. 


Track GOSS] 


t Program No. 


The display shows the program numbers during the check and then returns 
to total time after several seconds. 


Example of when a program is changed 


TRACK 
Ca = ao TOTAL TIME 

1 FI pee gest] 
a ee ee 
vus 


The display shows the prograrn numbers and then returns to total time after 
several seconds. 


& Checking a program 
Press the CHECK key to confirm program contents. 
® Each time you press the CHECK key, the program No. 
advances by one {from the start of the program) and the 
track Nos. are displayed. 


@ Changing a program 

1. Press the STOP key |@]. 

2. Press the CHECK key until the track No. to be changed 
is displayed. 

3. To change the track No. currently indicated, select the 
desired track No. by pressing the SKIP keys ([rea'] ’ 
f=) within 4 seconds of pressing the CHECK key. 

4. Select a track No., and press the P-MODE key within 4 
seconds. 


nnn OnnTnr nn 


I@ Playing from a particular tune of a program 
1. Press the SKIP key! >>] to advance to the next program. 


2. Press the SKIP key [F< | to go back to the next program 
or previous program. 
® The play starts from the beginning of the selected track. 
@ If [<]is pressed while a track is being played, the track 
will be restarted. 


Erasing a program 
All program contents will be erased if any of the following 
operations are performed: 
@ Pressing the OPEN/CLOSE key |A]to open the tray. 
® Pressing the CLEAR key as many times as there are tracks 
“in the program. 
@ The CLEAR key erases the last track of the program. 
However, if the last track of the program is being played, 
the CLEAR key is ignored. 


tt 


—_ rorat 
Jt 


i Repeat play 
Repeat play can be activated or canceled any time. 
Press the REPEAT key. 
@ The REPEAT indicator wiil light. 
® During programmed play, only programmed tracks are 
repeated. 
® During manual play, ail tracks are repeated. 
® Tocancel repeat play, press the REPEAT key once again. 
® Pressing the STOP key [jor opening the tray also can- 
cels repeat play. 


This function allows for random selection of the tracks each time and continuous playing in any order. 
It is particularly useful for playing so that people will not get tired of the same sequence of music when 
hearing it for a long time. 


P-MODE key 
RANDOM key 


KENWOOD compact psc PLAYER. P-1520 
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STOP key [ii 


Skip keys [ated |, [PP] 


& Random play 
Press the RANDOM key. 

@ RANDOM blinks. 

@ When the player is in track mode, a tune with a track 
No. in the range of 1 to 20 is randomly selected and play 
starts. 

® When the player is in program mode, a tune is random- 
ly selected from among the programmed tunes and play 


starts. 
Track mode Program mode @ If the[ 1] is pressed, another tune is randomly select- 


ed and played. 

© If the [4] is pressed once, the tune currently being 
played will be played again from the beginning. 

@ When the end of one tune is reached, another tune is 
randomly selected and played. 

® Random piay stops after all of the tunes have been played 


once. 
@ |f the REPEAT key is pressed, random play operation is 
repeated continuously. 


Ei To cancel random play 


When the track is selected, RANDOM stops blinking pisarig be aa key Bi . 
and play starts. Bey 7 


Note: 
If you press the CLEAR key when in the program mode, the ran- 
dom play is canceled and the last track of the program is deleted. 


In case of difficulty 


What appears to be a matfunction may not always be serious. If your unit should not perform as expected, consult the table 


below to see if the proble! 


Causes 


m can be corrected before seeking help from your dealer or service representative. 


Disposal 


switch ON. 


No power is applied with the POWER 


®@ Power plug is loosely connected. 


® With the power plug connected to the 
switched AC outlet of an amplifier, the 
power of the amplifier is turned off. 


insert the power plug firmly to the AC 
outlet. 
Turn the amplifier’s power ON. 


Disc is loaded, player dee 


¢ not play. ® Disc is loaded upside down. 
@ Disc is dirty. 
@ Disc is cracked. 


®@ Condensation occured on the optical 
lens unit. 


Load the disc again with its label side 


up. 

Wipe off the dust on the surface of the 
disc referring to ‘‘Disc handling 
precautions’’. 

Replace the disc with a new one. 
Leave the player for about 1 hour so 
that the condensation is removed. 


No sound. 


@ Disc is not loaded. 


® Play mode is not entered (The play/ 
pause indicator is not lit.) 
® Disc is too dirty. 


® Disc is cracked. 
@ The connection cords are inserted 
loosely. 


Load a disc_and press the PLAY/ 
PAUSE key | » / 84 


Press the PLAVIPAUSE key[ >it J. 


Wipe off the dust on the disc surface 
referring to ‘Disc handling 
precautions’’. 

Replace the disc with a new one. 
Connect all connection cords firmly. 


Music is interrupted. (Sound is skipped.) | @ Disc is too dirty. 


® Disc is cracked. 
® Oscillation is applied to this unit. 


Wipe off the dust on the disc surface 
referring to ‘'Disc handling 
precautions’. 

Replace the disc with a new one. 
Try selecting a place where no strong 
vibrations occur by changing the in- 
stallation place, etc. 


Notes: 


Play starts when POWER is turned ON. | ® If the disc is loaded, this player will 


play from the beginning of the first 
tune when the power is turned ON. 


\f automatic play is not required, re- 
move the disc from the player before 
turning the power OFF. 


1. As this system uses microcomputers, it is open to interference from external noise, and may sometimes not function properly. In such 
a case, unplug the power cord once, and then plug it in again. 


2. Do not use contact cleaner because it could cause a malfunction. 


may deform the plastic components. 


Be specially careful against contact cleaners containing oil, for they 


Specifications 


A SE 


[Format] [General] 

Type: ........ Compact disc player Power consumption: 
Read system: Non-contact optical pickup Dimensions: ....... 
Rotational speed: .............. About 200 to 500 rpm 

[Audio] Weight: ........0.... 


Frequency response: 
Signal-to-noise ratio: 
Totai harmonic distortion 


. 4Hz~20 kHz, £1.0 dB 
More than 90 dB 
0.07% at 1 kHz 


Channel separation: ........... More than 85 dB 


Wow flutter: .......... 
Qutput level/impedane: 


Sosptest Below measurable limit 


1.2 V rmsi3.3 kQ 


Headphone jack: ............... 20 mWI/32 2 


Note: 


. 10W 

. W: 440 mm (17-5/16") 
H: 108 mm (4-1/4) 
D: 262 mm (10-5/16") 


is, elitt ans 3.5 kg (7.7 tb) 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 


ENWOOD 


For the U.S.A, 
FCC WARNING: 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harrnful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if 
an unauthorized change or modification is made. 


NOTE: 

This equipment has been tested and found to comply with the limits for a CLASS B digital device, pursuant to Part 16 of the FCC Rules. 
These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause 
harmfut interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guaran- 
tee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television recep- 
tion, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 

—— Reorient or relocate the receiving antenna. 

—-— increase the separation between the equipment and receiver. 

—— Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

—-— Consult the dealer or an experienced radio/TV technician for help. 


